
Nor-Lake Scientific
Premier Freezers

Standard Product Features:
■	 Digital LED microprocessor with audible and visual Hi/Lo 		

	alarm
■	 Adjustable control range from -10°C to -25°C factory preset 	

to -25°C
■	 Exterior front, sides, back and doors are white baked on 

enamel
■	 Exterior top and bottom are galvanized steel
■	 Interior liner and interior door panel are painted 

white  
■	 The complete cabinet is foamed-in-place with 

high density polyurethane foam insulation
■	 Heavy duty, pivot hinges and pull handles
■	 Magnetic door gaskets
■	 Key door lock(s)
■	 Four casters on one and two door models (2 locking) and 

six casters (3 locking) on three door model
■	 3 epoxy coated shelves per door section
■	 Complete perimeter anti-condensate door  

opening heater wires
■	 Interior light, switch activated
■	 Thermostatic expansion valve system
■	 Forced air flow refrigeration optimizes air 			   

flow and temperature uniformity
■	 Air-cooled condensing unit
■	 Automatic defrost
■  Warranties: 18 months parts and labor  			           	

5 year compressor (US and Canada)  
18 months parts (International)

■	 UL and C-UL LISTED, Energy Star, CEC 
California Energy Commission

Optional Features:
■  Temperature chart 
     recorder
■  Chart Paper
■  Extra shelves
■  Legs in lieu of casters
■  Stainless steel exterior
■  Stainless steel interior
■  Reverse door hinge
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Designed to meet the demanding requirements 
of scientific and laboratory applications. 
Special cabinet incorporates industrial quality 
with a heavy duty refrigeration system to 
maintain your valuable products.
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■  Stainless steel drawers
    up to 8 per door section
■  4-20 ma output with 
    remote alarm contacts
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